
Technical disclaimerDate/Version
05/16 – 1.0 Alle Rechte vorbenhalten. Technische Änderungen vorbehalten.

We reserve the right to alter our products without notice. 
This also applies to products already on order  provided 

that such changes do not change the functionary 
of the product

Contact
Salus Controls GmbH

Dieselstraße 34,Muhlheim am Main
D-63165, Germany

Tel: +49 (0) 6108 825850
info@salus-controls.de

Fiche technique 
Technical Datasheet

 	 Technical information :
	                      Product name    

Dimensions

Frequency
Max. Magnet Gap (Make distance)

Mounting option
Overall product weight with battery

LED Colour
Power Supply

Operating Temperature / Humidity
Storage Temperature / Humidity

Material
Color

Texture
Environmental

Agency Approvals

Agency Approvals:

Window Sensor

 
Window Sensor
Sensor: 55x40x12mm
Magnet: 55x16x12mm
Zigbee 2,4GhZ HA 1.2
25mm space between Sensor and 
Magnet Surface
Screws or double sides tape.
45.0 g
1 pc dual color LED (RED+Green)
1 x CR3032 battery (500mAH, 3V) 
Replaceable.
0°C – 40°C / 20% – 90% 
-20°C - 85°C / 20% – 90% 
PC/ABS C2950
White
YS 11005
RoHS
ZigBee Home Automation Public 
Application Profile - version 1.2 (TBC) 
CE

Vues conceptuelles / Design Views

Capteur de fenêtre

        Informations techniques :
	                      Nom du produit    

Dimensions

Fréquence
Max. Entrefer de l’aimant (distance standard)

Option de montage
Poids total du produit avec batterie

Couleur LED
Alimentation électrique

Température/humidité de fonctionnement
Température/humidité de stockage

Matériaux
Couleur
Texture

Environnement
Homologations

Homologations :

 
Capteur de fenêtre
Capteur : 55 x 40 x 12 mm
Aimant : 55 x 16 x 12 mm
Zigbee 2,4GhZ HA 1.2
Espace de 25 mm entre le capteur et la 
surface de l’aimant
Vis ou ruban double face.
45,0 g
1 pc dual color LED (RED+Green)
1 x batterie CR3032 (500 mAh, 3 V) 
remplaçable.
0 °C - 40 °C / 20 % - 90 % 
-20 °C - 85 °C / 20 % - 90 % 
PC/ABS C2950
Blanc
YS 11005
RoHS
Profil public de l’application ZigBee Home 
Automation - version 1.2 (TBC) 
CE
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Technical disclaimer
Cela vaut également pour les produits déjà commandés à condition que 

ces modifications ne changent pas les fonctions du produit concerné.
We reserve the right to alter our products without notice. This also applies 

to products already on order  provided that such changes do
 not change the functionary of the product

Contact
Salus Controls GmbH 

Dieselstraße 34, Muhlheim am Main
D-63165, Germany

Tel: +49 (0) 6108 825850 
info@saluscontrols.fr


